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Fixed Mount 1D/ 2D Barcode Scanner 
FTD-300N

Dimensions
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Specifications
Model No. FTD-300N
General
Sensor CMOS Image Sensor
Resolution 752 x 480
Field of VIew Horizontal 36°, Vertical 23°
Scan Angle Roll: 360°, Pitch: ±55°, Skew: ±55°
Reading Precision ≥ 5mil

Depth of Field

EAN13 (13mil) 55mm - 185mm
Code 39 (5mil) 55mm - 100mm

PDF417 (6.67mil) 40mm - 130mm
Data Matrix (10mil) 40mm - 135mm
QR Code (15mil) 40mm - 160mm

Print Contrast ≥ 30% reflectance difference
Interface RS-232 or USB selectable
Indicator	 Buzzer and LED illumination
Operating Voltage DC 3.3 ± 10%V
Symboligies
Readable Bar Code 
Symbologies (1D)

Code 128, EAN-13, EAN-8, Code 39, UPC-A, UPC-E, Codabar, Interleaved 2 
of 5, ITF-6, ITF-14, ISBN, Code 93, UCC/EAN-128, GS1 Databar, Matrix 2 of 5, 

Code 11, Industrial 2 of 5, Standard 2 of 5, Plessey, MSI-Plessey, etc.
Readable Bar Code 
Symbologies (2D) PDF417, Data Matrix (ECC200, ECC000, 050, 080, 100, 140), QR Code
Others
Material ABS
Color Black
Shock Resistance 1m drop onto concrete
Weight 43g (without cable)
Dimension (mm) 45 (W) x 26 (H) x 56 (D)
Ambient Light 0 ~ 100,000 Lux
Operation Temperature -20°C ~ +60°C
Storage Temperature -40°C to +80°C
Storage Humidity 5% to 95% non-condensing


